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ABSTRACT 

In this study a method ia developed of presenting the flow data 

in a general dimensionless form over a limited range of flow. Under 

the assumption that the pressure-squared gradient in the flow through 

a fabric is the arithmetic sum of the viscous (2»^RT ^—G) and the 

RT    2 
inertlal contributions (2/3— 0 ), it is possible to infer the exis- 

tence of a characteristic length «i.   The relation between the flow- 

through-drag coefficient and the Reynolds number based on this charac- 

teristic length, Cf ■ -j,—   ♦ 2, is common to all fabrics.    The 
Re 

parameters oC and /O and the characteristic length can be obtained 

from only two flow measurements. 

The parameters «C and /S may be estimated from physical measure- 

ments of the cloth, thus permitting a rough prediction of the permea- 

bility cf the fabric. 
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CHAPTER I 

INTRODUCTION 

During the past few years a steadily Increasing Interest has 

been taken in the laws governing the flow of fluids through fabrics, and 

many experimental and theoretical investigations have been made In order 

to determine the relationship existing between the many variables. 

There has been a greater demand for such knowledge due to the Increasing 

variety of textile fibers available and to their wide range of uses. 

For instance, the army must furnish uniforms which will provide com- 

fort and protection for the wearer in clljnates ranging from tropic to 

rrctic, from jungle to desert. The Air Force is using parachutes for 

dropping entire armies, including their vehicles and heavy weapons. The 

designer of textile materials for such purposes must have a knowledge of 

all the properties of the fabric Including its permeability. The comfort 

of the soldier will depend upon the proper circulation of air through 

his uniform; the stability and rate of descent of the parachute will 

depend upon the flow of air through the fabric of the canopy. 

Although the terms ,,permeabillty,, and "porosity" are often used 

interchangeably, in this paper permeability is defined as "th. rate of 

flow of fluid under differential pressure through an area of material. 

The term "plane porosity" is defined as the ratio of the open area of 

the fabric to the total area. The term "fluid" refers to both liquids 

and gases. 
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A brief history of the problem.—Investlgationa into the flow of fluids 

through fabrics have been carried out with four main objactivesi 

1. The development of instruments for the measurement of 

permeability. 

2. The determination of the factors influencing the permeability 

of fabrics. 

3. The prediction of fabric permeability from simple measurements 

of the cloth. 

h. The determination of general laws governing such flow. 

Instruments.—Although a wide variety of Instruments have been develop- 

ed for the measurement of the permeability of fabrics they all belong to 

one of three general groups. 

To the first group belong those In which the permeability is 

determined by the time required for a measured volume of air under con- 

stant pressure to flow through a measured area of cloth. This type, 

which is exemplified by the Gurley Densometer (1), has the advantage 

of simplicity and ease of operation, but it is lialted to one pressure 

differential and to a small sample area. 

In the second class are those in which the air is drawn through 

the cloth, is measured by an inclined manometer and the rate of flow of 

air is measured by an orifice meter. The most widely used instrument 

of this type is the Frazier machine, which w?.s designed for the U. S. 

Bureau of Standards and is described in detail by Schiefer and Boyland 

(2). One feature of this machine is that the pressure drop can be 

controlled by varying the speed of the suction fan. Another advantage 

is that the temperature and humidity of the entering air ?re the ROTS as 
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that of the air in the room. 

In the third type of machine the air is blown through the cloth. 

In one variation the air is furnished directly by a blower or compressor. 

In another variation the air is supplied from a reservoir. The latter 

type has the advantage that the air can be conditioned in the storage 

tank, whereas it is usually impractical to control the temperature and 

humidity of air coming direct from a blower. The machines used in this 

work were of the blower type (see Chapter III). 

Factors influencing fabric permeability.—The rate of flow of a fluid 

through a fabric under a given pressure differential is a function of the 

physical properties of the fluid and of the geometry of the cloth. The 

properties of the fluid which affect the flow are temperature, viscosity, 

and density. Other properties, such as humidity, are important only if 

they affect the physical properties of the fabric. 

The geometry of the fabric is described by such things as the type 

of weave, thread spacing, size and twist'of the threads, and the nature 

of the fibers (3)« The geometry may have been changed after weaving 

by the finish given the cloth, and it may be changed during the test 

by such factors as tension, temperature, humidity, etc. 

It has been determined empirically that, for a giv^r texture, the 

plain weave has the lowest permeability and the satin the highest (I*)« 

The permeability has leen found to decrease as the number of threads 

per inch or the size of the threads is increased. Increasing the twist 

given the yams has the effect of increasing the permeability, apparent- 

ly by keeping the individual fibers in a more compact bundle. The 

general effects of test conditions (tension, temperature, relative 
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humidity, and time element) ans described by Rainard (5). 

Permeability predictions from fabric geometry.—In attempting to predict 

the air permeability from the geometry of the fabrics some workers have 

treated the open area of the cloth as a series of small nozzles. 

Robertson (6), after making a series of tests on a number of wire 

screens and open weave fabrics, calculated the discharge coefficient 

defined by the general flow equation» 

K - (1) 

For screens he obtained fair agreement that the coefficient K is 

a function of only the Reynolds number, i.e., by plotting the discharge 

coefficient against the Reynolds number for the screens he obtained one 

curve. However, the fabrics gave poor correlation, even among those of 

the same type weave, but varying texture. Since it has been shown that, 

for a given texture, the permeability varies with the weave, and since 

the projected open area is independent of the weave, the best that could 

come from this type of presentation is a curve for each type of weave. 

Backer (7) has proposed that the minimum pore area be used as the 

area of the nozzle instead of the projected open area. He states that 

all weaves are composed of a combination of four basic types of yarn 

intermesh which he describes as follows; 

If planes perpendicular to the fabric surfaces and bisecting any 
two adjacent warp and filling yams are used to form a unit cell, 
four basic categories of pores can be established« type I, in which 
all four yams of the unit cell alternate from the top to the bottom 
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surface of the cloth and vice versa; type II, in which one warp and 
one filling yam alternate; type III in which no alternation of the 
yams taken placej and ty:>e IV, in which cither two warp yams or two 
filling yama alto matt from ton to bottan surface or vice versa. 

The miniraum pore area can be determined graphically by cutting the 

unit cell with a series of planes parallel to the plane of the fabric 

and of varying depth.    It has been found that the type I pore has the 

smallest minimum cross-sectional area, while the type III interstice has 

the greatest.    This is consistent with test results since the plain 

weaves of lower permeability consist entirely of type I cells, while the 

more permeable satins have a large per cent of type III pores. 

The theory of a minimum pore area has had limited applications, 

partly due to the difficulty of calculating these areas.    Robertson (8) 

applied it to a limited number of fabrics and screens, but did not 

obtain conclusive results. 

Laws governing the flow of fluids through fabrics.—An examination of 

the literature shows no general law that will apply to a wide range of 

flows and pressure differentials.    Darcy's law has been suggested, but 

its range of validity is for flows much lower than those of general 

interest.    Landsbery and Winston (9) derived an emperical relationship 

between the permeability as given by the Frazier machine at 0.5 inches 

of water and the Gurley Densometer at 1.26 inches of water.    Since it 

has no scientific basis this formula is of limited value. 

Goglia (10) has proposed that a similarity exists between the 

flow through a fabric and the flow through a porous bed.    The flow 

through the latter is given by the equation: 
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-<*£-. ^.//v/A2 
(2) 

From which the Reynolds number can be determined as 

N 
Re oc /J (3) 

If the analogy does exist, the flow for any fabric can be complete- 

ly described once the two parameters <=>£-  and /& are determined; further- 

more, these parameters can be found by making only two observations at 

a high and a low flow. There is also the possibility that they can be 

obtained from the geometry of the fabric. Preliminary tests on a small 

group of fabrics indicate that the similarity does exist. 

Objectives of this work.—The objectives of this work are toi 

1. Evaluate the parameters oC. and /^ for a number of parachute 

fabrics. 

2. Determine the range over which the proposed law is valid. 

3. Develop a means of obtaining the parameters from simple 

measurements of the cloth. 
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CHAPTER II 

THEORY 

Since the Interstice of the unit cell is of too complex a form to 

permit a complete analytical solution of the flow,investigators have 

attempted to find a similarity between the flow through fabrics and some 

other type of flow. The existence of some similarity between the flow 

through fabrics and through porous beds as proposed by Goglia (11) is 

shown by the general agreement that in both cases the viscous forces 

predominate for low values of the Reynolds number, while for high 

Reynolds numbers the inertia forces control. In neither case can the 

geometry of the system be characterized by only one measure of length. 

For both fabrics and porous beds there exists a vdcie intermediate rangft 

of flows in which neither set of forces predominate, there being no 

abrupt transition from laminar to turbulent flow such as occurs in flow 

in pipes. 

Flow through porous beds.—Green and Duwez (12) argue that the transi- 

tion from the viscous regime to the inertial regime is characterized by 

losses due to a linear combination of the viscous and inertial forces. 

For the flow of an incompressible fluid the pressure gradient can be 

expressed ass 

--^--^//V^V2 
ih) 

For isothermal flow of a gas through a porous bed the pressure-square 
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gradient ist 

c^(2RT-^—) G VS(2RT) O' 
gc gc 

(5) 

The Reynolds number, which is defined as the ratio of the inertia forces 

to the viscous forces, becomes under this treatment 

N, 
Re oC /U 

They further define a flow-through-resistance coefficient as 

(6) 

dp 7?' 

T 
RTO 

T (7) 

By combining equations (5) and (7) the resistance coefficient may be 

defined as 

^■»sr2 (6) 

In the equations {\)  to (8) the viscous coefficient oC has the 

dimension negative two in length (L' ) and the inertia coefficient /O 

has the dimension negative one in length (L* )j both serve to charac- 

terize the structure of the porous material itself. Thus the ratio 

/3 /oC may be seen to represent a "characteristic length" which will 

describe the geometry of the bed. 

Limitations of this theory as applied to fabrics.—It should be noted 

that the equations were derived for a bed of fixed geometry, and that 

the parameters oC and ß are functions of the geometry of the beds. Thus, 
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the equations can be applied to fabrics only under the assumptions that 

the deformation of the cloth is negligible, and thatch and xf are not 

functions of the velocity of flow. 

There Is also the likelihood that this law cannot hold for high 

Reynolds numbers in a flow through a lightweight fabric. For instance, 

if the ratio of the thread diameter to thread spacing is small, the. 

flow may approximate the flow around a series of isolated cylinders. 

The drag-coefficient versus Reynolds-number curve for a cylinder cer- 

tainly could not be defined by an equation of the type 

Cf "1. + 2 (8) 
Re 

except for low Reynolds number. 

Determination of the parameters QC and yd .—The parameters0^, and /O 

can best be determined from the data if a new variable is defined as 

^ 2RTa (9) 

and the pressure-square gradient equation rewritten in the form 

Vmms        — bc 

^L 
g. 

(10) 

Thus, tinder the previous assumptions, the dependent variable '/''is a 

linear function of the independent variable G, and the flow agrees with 

the proposed law over the region for which the experimental data plot as 

a straight line. This is important since it gives a straight line 

relation for ^ and G on plain coordinate paper, even in the transition 
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range. This type of presentation has a greater sensitivity to devia- 

tions of the experimental data from the empirical curve than does the 

presentation using logarithmic scales. Furthermore, for any particular 

temperature of the fluid, the constant o<l L -^— is the intersection of 

the curve and the y-axis; the slope of the curve is given by 
g. 

Thus, 

the parameters0«^ and/O can be obtained from two values of VP and Q. 
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CHAPTER III 

EXPERIMENTAL PROCEDURE 

Apparatus.--Two separate pieces of apparatus were used in this investi- 

gation in order to obtain a wide variation of flows. Both machines 

were designed and built at the State Engineering Experiment Station at 

Georgia Institute of Technology. 

The high pressure apparatus.—The first piece of apparatus was designed 

to produce a high pressure differential across the cloth. It consists 

essentially of a motor driven blower, a wind tunnel containing an 

orifice meter, a sample holder, and instruments (Figs. 1 and 2). 

The blower, which was built by the Buffalo Forge Company, is of 

the centrifugal type with a 28 inch rotor and is capable of producing a 

static pressure of 5$  inches of water. It is powered by a 7 1/2 horse 

power electric motor. The volume of air entering the blower is con- 

trolled by a conical plug at the inlet (Fig.l). 

The wind tunnel is ten feet long with an ii.ternrl riianetsr of 

5o75 inches. The transition section from the blower to the tunnel and 

one section of the tunnel are made of 16-gauge galvanized iron; the 

remainder of the tunnel is built of plexi-glass tubing. A flange-tap 

type orifice, installed in the tunnel in accordance with the specifica- 

tions of the ASME Special Research Committee on Fluid Meters (12), is 

used to measure the rate of flow of air (Fig. 3). The sample holder 

is fastened to a flange built on the outlet end of the tunnel, thus, 

leaving the downstream face of the cloth subject to atmospheric pressure. 
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The sample holder consists of two aluminum discs, each twelve 

inches In diameter (Figs, h, $>  and 6). The upstream disc has a center 

hole 6.0$ inches in diameter, thus, exposing to the flow an area of 

0.2 square feet of cloth. The downstream disc has a center opening of 

5.75 inches, the same diameter as the inside of the tunnel. The inner 

edge is beveled to prevent damage to the fabric. Seven screws are used 

to maintain pressure between the two discs, which are kept in alignment 

by two tapered dowell ptns. Slippage between the sample and the faces 

of the discs is prevented by a ring made of l/b inch rubber tubing, 

which forces the edge of the sample into a concentric groove cut into 

the face of the upstream disc. Two similar rubber rings are used to 

prevent the leakage of air between the sample holder and the tunnel 

(Fig. 5). 

The static pressure upstream of the cloth is measured by a pitot 

tube located 15 inches upstream of the cloth and connected to a water- 

filled U-tube manometer. A micromanometer using alcohol as the fluid 

is used to measure pressure differentials across the orifice less than 

eight inches of alcohol; a U-tube manometer is necessary for higher 

pressure differentials. Mercury thermometers are used to measure the 

temperature of the air at the inlet and at the outlet. 

An air filter (not shown), with fiberglass filter pads in a 

plywood frame, encloses the intake to clean the entering air. The 

plywood duct built around the outlet is used to remove the heated air 

from the room* 

The low pressure apparatus»—In order to obtain pressure differentials 

in the range 0-2 inches of water a second piece of apparatus was de- 
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Figure *+.    Exploded View of Low-Pressure Sample Holder. 
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Figure 5»   Upstream Face of Sample Holder, 
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rigure 6.   Downstream Face of Sample Holder. 
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signed, consisting of the same components as the high pressure apparatus 

(Fig. 7). 

A vacuum cleaner motor and blower ara usri ^ furni«h the air. The 

section of the wind tunnel containing the orifice is made of plexiglass 

tubing with an internal diameter of 2.75 inches. The orifice meter is 

again of the flange-tap type built to the specifications of the ASME 

Special Research Committee on Fluid Meters (12). This section of the 

tunnel opens into an 18 inch section of 5.75 inch plexiglass tubing with 

a flange arrangement on the outlet end similar to that on the high 

pressure tunnel. This permits the use of the same sample holder on both 

tunnels. The flow is controlled by a simple slide valve on the blower 

inlet. The static pressure and the orifice differential are measured 

by micromanometers using alcohol as the fluid. 

Test Procedure 

Sampling technique.—Since it has been shown that the permeability varies 

in the direction of both the warp threads and the filling threads (13), 

a statistical survey of the cloth was taken to determine the best method 

of sampling. It was found that for fabrics of the usual width (30 to 

36 inches) a sample with its center 12 inches from the selvedge will 

provide an average representation of a section across the cloth. A 

further statistical study showed that the average of the permeability 

results of nine specimens would be within seven per cent of the true 

mean value 95 per cent of the time« It was decided that the slight 

increase in accuracy gained by taking more samples would not justify 

the additional cost of a larger number of tests. Since the fabrics 
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woven by the Bally Ribbon Mills were only eight inches wide, the entire 

width was used for the test, but the samples were taken at intervals of 

five yards along the cloth. 

Mounting the sample.—The front «ectlon of the sample holder is placed 

face down on a table and the center hole fitted with a plrstic disc 

which is flush with the surface of the holder. The sample, which is 

cut circular to a diameter of eight inches, is placed on this half of 

the holder. Another plastic disc five inches in diameter is placed over 

the center of the sample to keep it smooth. The rubber ring is fitted 

over the groove and the second half of the holder set in place. The 

rubber ring is then compressed evenly by tightening the seven screws a 

few turns at a time in rotation. This insures that the sample is 

clamped evenly in the holder with a negligible amount of initial tension. 

The sample holder is then securely fastened to the end of the wind 

tunnel by three C-clamps. Repeated tests on the same sample have 

shown that the variations in results due to the technique of mounting 

the sample are negligible. 

High pressure runs.—With the sample in place, the blower is started with 

the intake valve closed and allowed to run until the outlet temperature 

rises to approximately 1188 F. The valve is then opened suddenly to 

closely simulate the shock of a suddenly opening parachute. Readings 

are taken of the static pressure, the orifice pressure drop, and the 

inlet and outlet air temperatures. Observations are made for 12 

different flow conditions ranging from maximum to minimum. A 

barometric reading is recorded for each run. 

Low Pressure runs .—The procedure for tests in the low pressure tunnel 

WADC TR 514-199 
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ia the same as for the high pressure tunnel with the exceptions that the 

steady-state operating temperature is about 83* F. and only five obser- 

vations are taken for each sample. 

Calculations 

In order to reduce the labor involved in making the flow calcula- 

tions, the data were first put through an averaging process. This process 

consisted of plotting a curve of the static pressure versus the orifice 

pressure drop for each of the nine samples, and then averaging the 

values of the orifice pressure drop for the nine samples at selected 

static pressures. An example of this averaging process, together with 

other sample calculations, is given in Appendix B. 
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CHAPTER IV 

TEST RESULTS 

Description of samples.—The items used in this study consisted of lh 

nylon fabrics and four woven wire screens. 

In order to eliminate variations in permeability due to different 

manufacturing processes, the fabrics for test were selected from a group 

of ribbon cloths woven by the Bally Ribbon Mills and subjected to the 

same finishing processes. These fabrics were eight inches wide with 

selvedge at each edge. The physical properties of these fabrics, which 

were of varying texture and weave, are shown in Table 1. 

The wire screens were standard testing screens woven by the W.S. 

Tyler Company. They were included in this study in order to have some 

fabric-like samples that are known to undergo no change in structural 

geometry during testing. Physical dimensions of these screens are given 

in Table 22. 

Data and Results.—The test results for these fabrics and screens are 

presented in summary form in Tables 2 through 19. Typical Versus 0 

curves are shown in Figs. 8 through 12. In the case of the fabrics, the 

values of ^ and G for these curves were obtained from averaged data 

and are not shown on these curves. However, the experimental points 

for the screens are shown, as the original test values were not averaged. 

These curves show that the ^-G relation is linear in the range 

of low flows, but is non-linear for higher flows. Therefore, the 

parameters <&£ and /S were determined from the data for the low flows 

WADC m 54-199 23 



},( | 

x = 0.216 .0.599 0 Y 2. b 

/ 

/   / 

V 
2.0 * 

// 

v y 

1.5 

/ 

1.0 

i 

/ 

0.5 

I / 

G   L^ SEC'1 FT"2 

Figure 8.   f versus Mass Velocity for Fabric BR-1 

WADC TR   5I4-I99 24 



o 
to 

I a 
CD 

u 
X) 
to 

h 
n 

>• 
■H 

O 
o 
H 
0) 

t> 
in 
ui 
(0 
2 
w 
3 
cn 
W( 
0) 
> 

01 

to 
u 
bO 

•H 

.iJ 038 ^81   A 

WADC TR 5^199 25 



1 ti  

16 

14 

V = 0.311 ♦ 

1    ^ 
/ 

12 

i n 

/ 

y 

n / 

// 

6 

4 

A 
Jf / 

y / 

G LBj^SEC"1 FT"2 

Figure 10. V versus Mass Velocity for Fabric BR-40 

WADC TR 5^-199 26 



7 

i 
o 

CJ 

c 
0) 
4) 
u 
u 

CO 
x: 
m 
0) 
2 

o 
(M 

>. 
v> 
•H 
Ü 
0 
H 

> 
tn 
tn 
CO 
S 
m 
3 
m 
0) 
> 

In 
3 

■H 

g_id 33S ^l  ^ 

WADC TR 5^-199 27 



c 
4) 
4) 
U 
O 

x: 
tn 
0) a 
O 

cu 
h 
o 

IM 

>. 
■rt 

o 
O 

rH 
(D 
> 
cn 

ü) 
3 

(-c 
4) 
> 

H 

0) 

• H 

g-iJ 03S ^l  A 

WADC TR   5U-I99 28 



only. These parameters were found by using the method of averages to fit 

the data to a curve of the form 

«^ ■ a ♦ bO (11) 

where 

c^L/' 
(12) 

and 

.iL 
6, 

(13) 

The values obtained for o^L, /Si, oC,  and /^ are given in Table 20. 

Discussions of the results.--These results indicate that in the low 

range the flow is governed by the law 

^ - a + bG (ID 

They also indicate that for each cloth there is a rate of flow at 

which the permeability changes and the above law is no longer valid. 

From the definition of ^ in equation (9) it is seen that, for a given 

pressure differential, a decrease in the value of (^ implies an increase 

in the value of G. Hence, it implies an increase in the permeability 

of the fabric. 

The decrease in the slope of the ^-G curve could be a result 

of the deformation of the cloth, a change in the flow pattern around the 

threads, or a combination of both. Either of these would mean that the 

parameters o{ and ^6  no longer characterize the flow. Since the curves 

for the screens exhibit this same tendency (Figs^ 11 and 12), it seems 
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likely that most of the effect is  due to a change in the flow pattern. 

The geometry of the pore opening is too complex for a direct comparison 

of the flow pattern through such an opening with the flow pattern about 

a cylinder, but the patterns of both exhibit some of the same trends. 

Goldstein (Ik)  states that the flow past a cylinder changes from a steady 

to an unsteady state as the Reynolds number increases, with a large 

change in the drag coefficient. He further states that the value of 

the Reynolds number at which the unsteady regime commences is uncertain, 

but it is probably about $0.    As the Reynolds number increases the drag 

coefficient falls steadily to a minimum value of 0.95 at Nj« ■ 1800. 

For the fabrics the Reynolds number based on thread width at which the 

y^ -0 curve departs from a straight line lies between 20 and 100. 

As the Reynolds numbers attained in this study were less than hOO, 

there is no basis here for the comparison of the drag coefficients of 

the fabrics and the cylinder in the higher range. However, in the 

initial study by Goglia (15) the VP vs G curves plotted to logarithmic 

scales have a slope of two in the high range of flows, which indicates 

that the drag coefficient is constant. 

Figure 13 shows the relation between the flow-through-resistance 

coefficient Cf and the Reynolds number based on the characteristic 

length s4/oc  • 
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CHAPTER V 

PERMEABILITY PREDICTION STUDY 

The value of permeability predictions.--One of the needs of the designer 

of textile materials for use as parachute fabrics is some means of 

predicting the permeability of a fabric before it is woven in order that 

a suitable combination of weave and texture may be selected. If the 

parameters exi and A could be approximated from the thread dimensions 

and weave, a reduction could be made in the number of experimental 

fabrics that would have to be woven in order to obtain the desired 

combination of strength and permeability. 

Description of samples.—The samples used in this study are the twelve 

plain weave ribbon cloths and the four wire screens. The selection was 

limited to plain weave specimens since the limited time available for 

this study precludes any attempt to apply Backer's theory of a minL-num 

pore area to obtain correlation between the different types of weaves. 

Measurement of thread widths.--The thread widths were obtained by 

measuring the width of ten adjacent threads with a filar microscope. 

Although the individual threads varied by as much as 100 per cent, the 

average width of ten adjacent threads seldom varied by more than 15 

per cent. The mean value of the thread width for a particular denier 

was assumed to be the average after such measurements were taken from a 

number of samples of that denier. All threads of the same denier and 

twist were assumed to have the same dimensions regardless of the thread 

spacing. These dimensions together with the thread spacings and fabric 
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thicknessea are shown in Table 21. The physical dimensions of the 

wire screens as given by the manufacturer are shown in Table 22. 

Relation between the fabric geometry and 06 and/S  .—In the deriva- 

tion of the general flow equation (£) the geometric constants which 

characterize the flow were included in the constants «^ and /-" . 

These geometric constants include a length d (which is a measure of 

the effective diameter of the pore opening) the plane porosity ■£ , 

the fabric thickness L, and the surface roughness of the fibers e/d. 

Since the fabrics used in this study were all nylon, it will be assumed 

that the value of e/d is the same for all. Under these assumptions 

<=»< and /O are functions of the effective diameter d , the plane 

porosity £  , and the thickness L. 

The relations among these variables which have some semblance of 

continuity for both fabrics and screens are of the forms 

«^L-F1(deC) (12) 

and 

^L-F2(0 (13) 

where F, and F« are arbitrary functions of the indicated variables. 

An approximate negative slope of one in Figure lh  indicates that the 

function F, is equal to the reciprocal of its argument, i.e.,o^L is 

inversely proportional to d € . 

The functional relation between^! and ^ is not clearly 

defined in Figure 1$,   For Reynolds numbers above 1000 Hoerner (16) 

finds the relation between the drag coefficient C-, and the solidity Q 

of round wire screens to be 
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d   d-^)2 
dii) 

where ^ - 1 - ^ . If this relation holds in the present case the 

ßl. ~ £  relation is 

/5L-l/2(-L^- ) (15) 

This equation, which is shown as a solid line in Figure 15 , fits the 

data fairly well for the screens and open weave fabrics, but it does 

not agree with the data for the less porous fabrics. If this relation 

holds for both the low range and the high range of flow, it implies that 

the slope of the V^-0 curve assumes its original value in the high 

range. 

In the less porous fabrics the error in the measurement of the 

thread widths is greatly magnified in the calculated values of C   and 

d . Furthermore, as the number of threads per inch is jner^nsed, the 

point is reached at which there is no visible projected open area, but 

small openings are visible when the fabric is viewed from an acute 

angle. For these reasons it may be necessary to limit permeability 

predictions to the more open weave fabrics. 

The XJL values of more fabrics of both low and high porosity 

are needed in order to justify any curve drawn through the points in 

Figure 15. 
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CHAPTßR VI 

CONCLUSIONS 

The following conclusions may be drawn from this studyt 

1. Over the lower range the flow of a fluid through fabrics can 

be characterized by the dinensionless relation 

♦ 2 (8) 
Re 

2. The upper limit of the range for which this equation is 

valid cannot be fully determined from the data available in this study. 

3. The relation loses its validity because o^ and >5 become 

variable functions of the velocity of flow. 

Ii. The f-0 relation permits the determination of the parameters 

o<f and /O from only two flow measurements. 

5. This dimensionless relation permits the comparison of tests 

made on fabrics under different conditions of temperature, density, and 

viscosity. 

6. A rough estimate of the values ofoC and /& may be obtained 

from physical measurements of the cloth. 
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APPENDIX A 

SUMMARY OF RESULTS 

TABLE 1 

Physical Properties of Bally Ribbon Cloths 

Thread Count 
Per Inch 

Item 
Number Warp 

135 

Finn 

BR-1 113 
BR-2 133 122 
BR-5 13li 99 
BR-6 137 110 
BR-9 119 85 
BR-10 118 83 
BR-11 122 95 
BR-12 123 105 
BR-13 123 75 
BR-lli 125 87 
BR-17 100 75 
BR-18 102 81i 
BR-30 92 80 
BR-liO 79 69 

Yam Denier 

Warp Filling Weave 

30/10 
n 

30/10 
R 

Plain 
n 

R 

R 

ao/i3 
R 

R 

R 

1*0/13 
R 

li0/3li 
R 

R 

r 

R 

R 

liO/13 
R 

R 

n 
R 

R 

60/20 
R 

R 

H 

60/20 
R 

R 

H 

n 
R 

70/3li 
IOOM 

70/3l| 
100/3l| 

5 H. Satin 
2/2 Twill 
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TiBLB   2 

B^ntd D.t. for Fabric ■tob.r BR-l 

VP 

(inches water)     OV^ 

High Pressure Apparatus. 

O.OTliO 

0.071U 

0.070$ 

30 

25 

20 

15 

10 

8 

6 

li 

3 

2 

1 

0.0695 

0.0688 

0.0683 

0.0681 

0.0677 

0.0676 

0.06714 

0.0672 

li.50 

3.98 

3.1*7 

3.00 

2.28 

2.00 

1.71 

1.36 

1.17 

0.937 

0.636 

2.1*2 

2.27 

2.07 

1.78 

1.55 

l.lil 

I.2I4 

1.0Ü 

0.902 

0.750 

0.552 

Low Pressure Apparatus. 

0.56 0-0720 

0.U0 0-0720 

0.32 O-0720 

0.2U 0-0720 

0.16 0-0720 

0.b35 

0.338 

0.292 

0.2 38 

0.181* 

0.1*78 

0.1*1*3 

0.1*07 

0,375 

0.321* 

MDC TR 5^199 
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TiBLB 3 

Kxperiaental Data for Fabric Number BR-2 

vp z0    , 0 y 
(inches water) (lbB - ff3) (lb   - sec"1 - ft"2) 

IB 
(lbf   sec. ft"3) 

High Preasure Apparatus! 

30 0.0722 li.25 2.57 

25 0.0713 3.77 2.1*0 

20 0.0705 3.28 2.19 

15 0.0696 2.73 1.96 

10 0.0687 2.10 1.69 
8 O.O68I4 I.89 1.50 

6 0.0678 1.61 1.31 

h 0.0677 1.30 1.08 

3 0.0676 1.12 0.9li2 

2 0.0673 0.912 0.771 

1 0.0672 0.637 0.552 

0.56 0.0715 0.1i03 0.522 

O.liO 0.0715 0.320 O.ItfO 

0,32 0.0715 0.273 o.ua 
0.2li 0.0715 0.227 0.398 
0.16 0.0715 0.173 0.3li8 
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ÜBLE li 

KxperlmentÄl Data for Fabric Number BR-$ 

^p 7°    , 0 
1                     0 

sec.ft." ) (inches water) (lb   - ff3) n (lb   - sec"1 - ft"^) (lbf 

High Pressure i apparatust 

30 0.0721 14.58 2.38 

25 0.0712 14.12 2.19 

20 0.0703 3.62 1.98 

15 0.0697 3.07 1.7L 

10 0.0687 2.1a l.li7 

8 0.0678 2.lli 1.32 

6 0.0682 1.82 1.16 

b 0.0677 l.Ui O.98I 

3 0.0677 1.22 0.867 

2 0.0663 0.995 0.705 

1 0.0673 0.697 O.50I4 

Low Pressure Apparatusg 

0,148 0.0715 O.I422 0.h30 

O.liO 0.0715 0.373 O.I4O3 

0.32 0.0715 0.320 0.376 

O.2I4 Oo07l5 0.259 0.3h8 

0.16 0.0715 0.196 0.307 
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TABLE $ 

Experimental Data for Fabric Number BR-6 

V? 

(Inches water) 
^    3 (lbn - ffO av 

0 
-1     -4-2v . sec     - ft   ) (lbf 

W        3 sec. ft."'') 

High Pressure apparatust 

30 0.0716 3.95 2.76 

25 0.0707 3.5U 2.55 

20 0.0698 3.11 2.31 

15 0.0690 2.21 ^ 

10 0.0682 2.08 1.70 

8 0.0678 l.Bli 1.51* 

6 0.0675 1.56 1.36 

h 0.0672 1.26 1.12 

3 0.0670 1.09 O.968 

2 0.0668 O.889 0.788 

1 0.0667 0.616 0.569 

Low Pressure Apparatus! 

0.56 0.0715 0.399 0.526 

O.liO 0.0715 0.316 0.1475 

0.32 0.0715 0.268 0.Ui9 

0,2li 0.0715 0.221 0408 

0.16 0.0715 0.167 0.360 

* Data not available. 
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TABLE 6 

Bxperlaental DaU for Fabric Number BR.9 

0 f       3 
V? /^ 

(Inches water) (lb, - ft"" 

High Pressure Apparatust 

30 0.0718 

25 0.0710 

20 0.0700 

15 0.0693 

10 0.0686 

8 0.0683 

6 0.0678 

li 0.0675 

3 0.0671 

2 0.0659 

1 0.0650 

Low Pressure Apparatus: 

0.1^8 0.0710 

O.hO 0.0710 

0.32 0.0710 

0.2li 0.710 

0,16 0.0710 

li.37 

3.93 

3.^6 

2.96 

2.36 

2.09 

1.79 

1.1*5 

1.25 

1.00 

0.695 

2.50 

2.30 

2.08 

1.80 

1.50 

1.35 

1.18 

0.973 

0.81*5 

0.701 

0.501* 

0.1*19 0.1*31 

0.367 
0.1*10 

0.322 0.371* 

0.256 0.352 

0.196 0.307 
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TABLE  7 

ExperiBental Data for Fabric Number BR-10 

(Inches water) (lbB - ft-J) 

Q 

(lb   - sec"1 - ft"2) n (lbf 
^      3 sec.ft.0) 

High Pressure Apparatus! 

30 0.0719 U.85 2.25 

25 0.0710 a.26 2.12 

20 0.0702 3.72 1.93 

15 0.069h 3.18 1.68 

10 0.0685 2.58 1.38 

8 0.0682 2.27 1.25 

6 0.0678 1.91* 1.09 

h 0.0675 1.57 O.898 

3 0.0673 1.35' 0.780 

2 0.0672 1.09 0.6Ui 

1 0.0669 0.756 0.1i61i 

Low Pressure Apparatuss 

O.IiO 0,0710 o.U5 0.31*5 

0.32 0.0710 0.373 0.322 

0.214 0,0710 0.307 O.29I1 

0.16 0,0710 0.232 0.259 

0.08 0.0710 0.11*0 0.215 
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TABLB 8 

Experlinental Data for Fabric Number BR-11 

(Inches water) 
Z0    3 

(lbra - ff3) <lb
n- 

0 

sec-1 - ft*2) (lbf 
^     -3 sec. ft J 

High Pressure Apparatusi 

30 0.0720 b.ia 2 .a? 

25 0.0711 3.91* 2.29 

20 0.0703 3.1*9 2.06 

15 0.0691* 2.92 1.83 

10 0.0681 2.31* 1.52 

8 0.0682 2.08 1.36 

6 0.0679 1.78 1.19 

h 0.0676 1.1*3 0.986 

3 0.0671* 1.22 0.867 

2 0.0672 0.983 0.711* 

1 0,0671 0.660 0.530 

Low Pressure Apparatus: 

0.1*8 0,710 0.1*11* 0,1*36 

0,1*0 0.0710 0.365 0,1*12 

0.32 0,0710 0.312 0,386 

0,2a 0,0710 0.259 0.31*8 

O0I6 0.0710 0,199 0.302 
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TilBLB 9 

Experimental Dtta for Fabric Number BFU12 

7P 

(Inches water) 
^      3 

(lb   - ff3) n 

0 

(lb   - sec'1 - ff2) n 
^      3 (lbf sec.ft/^) 

High Pressure Apparatusi 

Ü0 0.0733 h.58 3.21 

30 0.0718 3.80 2.87 

25 0.0708 3.la 2.65 

20 0.0700 2.98 2.1a 

15 0.0692 2.5h 2.10 

10 0.068h 2.01 1.76 

8 0.0680 1.78 1.59 

6 0.0677 1.52 1.39 

h 0.067b 1.23 1.15 

3 0.0673 1.07 O.986 

2 0.0671 0,850 0.823 

1 0.0668 0,587 0.596 

Low Pressure Apparatus» 

0.56 0.0710 0.398 0.526 

O.liO 0,0710 0.313 0,1479 

0,32 0,0710 0,269 0,W47 

0,214 0.0710 0,221* 0.1i03 

0,16 0,0710 0.173 0,3li8 
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TABLE 10 

gxperünental Data for Fabric Number BR-13 

9P /° 
(inches «ater)     (lbn - ^ 

-3, 

High Preseure Apparatus! 

0.0736 

0.0720 

0.07U 

bo 
30 

25 

20 

15 
10 

8 

6 

li 

3 

2 

1 

0.0703 

0.069U 

0.0686 

0.0682 

0.0679 
0.0676 

0.0671* 

0.0672 

0.0671 

(lb   - sec 
v   111 

•1 . ff2) 

3.17 

2.67 

2.39 

2.11 

1.79 

1.1*3 

1.27 

1.10 

0.893 

0.770 

0.621 

0.U3li 

(lb- sec. ft.    ) 

Ü.6U 

I1.08 

3.78 

3.U0 

3.23 

2.Ü8 

2.23 

1.93 

1.58 

1.37 

1.13 

0.806 

Low Pressure Apparatus; 

0.96 0.0712 

0.6U 0.0712 

0.1*8 0.0712 

0.32 0.0712 

0.16      0.0712 

0.379 0.95b 

0.296 0,813 

0.2U8 0,728 

0.20b 0.592 

0.138 0.b36 
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TABLE U 

Experinental Data for Fabric Number BR-lli 

V? 
/> 

(Inches water)     (lb, - ft"3) ■ (Ibjjj - sec'1 - ft"2)     (lbf sec. ft"3) 

High Pressure Apparatus! 

50 0.0755 2.79 6.66 

li5 0.07li6 2.57 6.1*8 
liO 0.0738 2.1a 6.09 
30 0.0721 2.03 5.39 
20 0.0701* 1.60 a.1*7 
10 0.0687 1.09 3.25 

7 0.0682 0.907 2.73 

li 0.0677 0.680 2.08 

3 0.0675 0.591 1.79 
2 0.067li 0.1*89 1.1*3 
1 0.0672 0.383 0.915 

Low Pressure Apparatus: 

1.1*1* 0,0712 0.362 1,1*9 
1,12 0,0712 0.300 1.1*0 
0.80 0.0712 0.21*3 1.21* 

0,1*8 0.0712 0.170 1.06 

0.16 0.0712 0.082 0.733 
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TABLß 12 

Experimental Data for Fabric Number Br-11 

7P ^o 0 y 

(inches water)     (lb,., - ft"3)     (lb, - sec"1 - ft"2)     (lbf Sec. ft"3) 
ra m 

High Pressure Apparatusi 

50 0.0751 3.70 5.oh 

li5 0.07li3 3.h7 h.82 

ho 0.073h 3.23 h.56 
30 0.0717 2.73 3.99 

20 0.0701 2.18 3.29 

10 0.068h l.li8 2.hO 

a 0.067li 0.933 1.51 

3 0.0672 0.805 1.31 

2 0.0671 0.661i 1.06 

1 0.0669 0.1^67 0.7h9 

Low Pressure Apparatus? 

1.12 0.0712 o.ho5 1.0h 

0.88 0.0712 0.3hh 0,96h 

0o6h 0.0712 0.278 0.865 

o.ho 0.0712 0,205 0.733 

0,16 0,0712 0.116 0.517 
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TiBLB  13 

Bxperlm ntai Data for Fabric Number BB-18 

VP ^3 o y 
(Inchea water)     (lb   - ft*3)     (lb   - aec"1 - ft'2)     (lb. Sec. ft"3) n n i 

High Pressure Apparatust 

55 0.0759 2.69 7.66 

50 0.0750 2.1*5 7.58 

li5 0.07h2 2.28 7.31 

ho 0.0733 2.12 6.92 

30 0.0717 1.79 6.09 

21 0.0700 l.li2 5.01* 

10 0.0683 0.986 3.60 

h 0.0673 0.623 2.26 

3 0.0672 0.51*2 1.95 

2 0.0670 0.hli6 1.57 

1 0.0668 0.331 1.06 

Low Pressure Apparatus« 

2.00 0.0712 0.388 1.9a 

1.60 0.0712 0.336 1.79 

1.20 0.0712 0.275 1.61* 

0.80 0.0712 0.205 1.1*6 

0.1*8 0.0712 0.125 1.1*1* 
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nBLE lli 

Experimental Data for Fabric Number BR-30 

^ 

(inches 

7P ^     \ -1     f\'h     (lb. Sec. ft 3) 
N     /iK      ft"3)     (lb   - 8ec     " ft   ' f  water       (^   - ft   )     K_   * 

High Pressure Apparatus: 

0.0702 

0.0699 

0.069li 

22 

20 

17 

13 

10 

7 

$ 

li 

3 

2 

1 

0.0687 

0.0682 

0.0677 

0.067li 

0.0672 

0.0670 

0.0669 

0.0667 

li.52 

li.32 

3.9li 

3.b2 

2.99 

2.1*8 

2.07 

1.8a 

1.59 

1.32 

0.895 

1.75 
1.66 

1.55 
1.36 

1.19 
1.01 

0.863 

0.755 

0.670 

0.530 

0.392 

Low Pressure Apparatus? 

0.35 0-0712 

0.30 0^12 

0.20 0'0712 

0.12 0^12 

0.06b O-0712 

0.h32 0.2^3 

O.UOO 0.226 

0.305 0.197 

0.220 0.l6li 

0.170 0.1U1 
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TABLE 15 

Experimental Data for Fabric Number BR-hO 

(inches water)     (lb   - fO     (lb   - 8ec"A - ft"1)     (lb. Sec. ft"J) 
n n i 

High Pressure Apparatusi 

55 0.0759 1.96 10.5 

h5 0.07li2 1.7li 9.55 

35 O.072o 1.51 8.1i5 

25 0.0709 1.26 7.Ui 
20 0.0700 1.13 6.35 

15 0.0692 0.955 5.a 
10 0.0683 0.765 a.6a 

5 0.0675 0.513 3.2a 

Low Pressure Apparatus: 

2.00 0.0712 0.360 2.09 

1.60 0.0712 0.312. 1.93 

1.20 0.0712 0.35a 1.78 

0.80 0.0712 0.195 1.5a 
o.ae 0.0712 0.152 1.19 
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TABLE 16 

Bxperlnental Data for 100 Mesh Wire Screen 

VP 

(Inches water) (lbm - ff
3) 

0 

(lb   . sec"1 - ft"2) m 
^      3 (lbf Sec. ft"'') 

Large OrificeJ 

8.1,5 0.0690 5.oo 0.601 

6.90 0.0688 14.56 0.536 

5.75 0.0686 a.03 0.505 

li.66 0.0685 3.6a 0.h52 

3.as 0.0682 2.96 O.lilh 

3.02 0.0681 2.79 0.381 

2.27 0.0680 2.33 0.31;3 

1.33 0.0678 1.73 0,271 

0.6h6. 0.0677 1.12 0.203 

Small Orificet 

0,598 0.0676 1.06 0.200 

0.533 0.0676 0.995 0.190 

0.^80 0.0676 0.915 0.186 

O.lilO 0.0676 0.830 0.175 

0.351 0.0676 0.755 0.165 

0.273 0.0676 0.61*5 0.150 

0.189 0.0676 0.500 0.13a 
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TABLE 17 

Experimental Data for 150 Mesh Wire Screen 

(laches water)     (lbB - ff3)     (lb, - sec"1 - rr2)     (lb. Sec. fQ 
yp /* .-\ 

Large Ortficei 

6.11 0.0695 

5.li8 0.0693 

5.01 0.0693 

ii.a5 0.0692 

3.92 0.0691 

2.82 0.0689 

2.114 0.0688 

1.67 0.0687 

1.10 0.0686 

0.768 0.0686 

Small Orifice« 

0.586 0.0669 

0.516 0.0669 

O.U6I1 0.0669 

o.aio 0.0669 

0,367 0.0669 

0.301 0.0669 

0.212 0.0669 

0.178 0.0669 

5.05 O.Ü33 

U2 0.Ü15 

U6 0.h02 

b .16 0.382 

3.88 0.361 

3.22 0.313 

2.66 0.286 

2.30 0.258 

1.78 0,220 

1.U3 0.191 

1.17 

1.06 

0.990 

0.917 

0.850 

0.7h5 

0,57li 

O.U92 

0.175 

0.170 

0.16h 

0.156 

0.151 

O.llil 

0,129 

0.126 
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TABLE 18 

Experimental Data for 200 Mesh Wire Screen 

v? 
(Inches water) 

^     3 
(lb   - ffO m 

0 

(lb   - sec'1 - ft"2) m (lbf Sec. ft*"3) 

Large Orificet 

6.92 0.0702 5.00 0.502 

5.85 0.0700 l*.6l 0.1*57 

a .1*6 0.0698 3.97 0.1*05 

3.33 O.O696 3.29 0.361* 

2.1*9 0.0695 2.70 0.332 

2.01* O.O69I* 2.37 0.310 

1.38 0.0693 1.8a 0.270 

0.790 0.0692 1.30 0.218 

Small Orifice» 

0.686 0.0666 1.16 0.206 

O.6I4I 0.0666 1.12 0.200 

0.563 0,0666 1.02 0.192 

0.1*86 0.0666 0.920 0.181* 

0.391 0.0666 0.790 0.173 

0.331* 0.0666 0.700 0.166 

0.267 0.0666 0.595 0.157 

0.215 0.0666 0.1*91* 0.152 
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TABLE 19 

Bxperiroental Data for 270 Mesh Wire Screen 

yp ^     3 
(lb   - ft^) 

ra (inches water) 

Large Orifice: 

6.1,2 0.0707 

5.1*2 0.0706 

li.26 0.0703 

3.13 0.0701 

2.38 0.0700 

1.73 0.0699 

l.Oh 0.0698 

0.362 0.0696 

Small Orifice» 

0.701 0.0682 

0.578 0.0680 

O.hlh 0.0679 

0.390 0.0677 

0.308 0.0676 

0.228 0.067li 

-2. 
^ -3, 

- ff3)  (lbm - sec'
1 - ft"2)  (lbf Sec, ft^) 

$.05 

l|.55 
3.93 

3.26 

2.67 

2.16 

1.52 

0.71*0 

1.16 

1.00 

0.860 

0.71*5 

0.615 

0.1*86 

0.1*60 

0.1*33 

0.391* 

0.31*6 

0.323 

0.288 

0.21*7 

0.177 

0.215 

0.205 

0.196 

0.186 

0.171* 

0.166 
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TABLE 20 

c/ and /6 Values for Fabrics and Screens 

Item o^L* 

Number     (106 ^) (ft8) do9 ft:z) 

1.99 

2.$0 

1.65 
2.02 

1.83 

1.27 

1.58 

I.8I4 

2.70 

5.80 

Uol5 
80IO 

h.22 

17.1 

2.55 

1.65 

1.58 

1.28 

66.2 

75.5 

li9.5 

69.3 

56.2 

50.5 
51.0 

85.2 

131 

175 
106 

227 

238 

3700 

li2.5 
16.0 

16 o0 

9.2 

do"6 ft.) 

33.2 

30.2 

30.0 

3a.3 
30.2 

39.8 

32.3 

h6.3 

I48.5 
30.2 

25.6 

28,0 

56.li 

217 

17 .h 

10.0 

10.7 

7.70 
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TiBLB 22 

Physical Dlitienaions of Screen« 

Mesh I S d 
Number ^     .     .   .1 . v      „,-3 -3 
P^lnch     (10-3in)    (10-3ln)     (10-3in)       dl^nsionless     (10^ in) 

100 10.0 10.0 li.5 0.302 5.5 

150 5.8 6.7 2.6 0.373 li.l 

200 li.8 5.0 2.1 0.337 2.9 

270 3.2 3.8 1.6 0.305 2.1 
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APPENDIX B 

SAMPLE CALCULATIONS 

SAMPLE CALCULATIONS 

Calculation of values of 7P, /^ , 0, and ^.—The values of VP, P% 

0, and ^ given in Tables II through XIX were determined by a series of 

23 operations which are described in the Master Data and Result Sheet 

(Figure 15). Of this list items 1 through 5 are self explanatory. The 

2 
procedure of items 6 and 7 is used to find the correct value of 7P 

without excessive multiplication from the equation 

VP2 - (2P2 + P) ^P (17) 

This equation comes from the definitions of VP and V^ which are 

VP P - P rl  r2 (18) 

and 

VP (P^ . P2
2) . (P1 + P2)(P1 - P2) (19) 

The combination of equations (18) and (19) results in equation (l?). 

Items 8 through 19 show the procedure of obtaining the rate of 

flow of air through the cloth from appropriate measurements of tempera» 

ture and pressures using the general flow equation 

M - CK V/^F (20) 

where C is a constant containing the appropriate orifice and dimen- 

sional constants. In this procedure a trial value of the flow is first 

calculated using an assumed value for the orifice coefficient» The 
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Reynolds number at the throat of the orifice is calculated and a cor- 

rected orifice coefficient obtained from a K versus N~   curve appro- 

priate to the orifice used.   A typical orifice coefficient curve is 

shown in Figure 17.   The correct flow is then calculated using the 

corrected orifice coefficient.   The mass velocity is obtained in item 

20 by dividing the mass flow by the area of the cloth exposed to the 

flow.    In the operations indicated by items 21 through 23 the value 

of ty is obtained from the definition 

VP (21) 

Data pertinent to fabric BR-l are used here as an example of the 

procedure used in taking the data and making the calculations. Figure 

18 shows the log sheet on which the original data from the low pressure 

tunnel for sample number 1 were recorded| the plot of the orifice 

pressure drop versus static pressure in Figure 19 was made from this 

data. Table 23 illustrates the process used in obtaining average 

values of the orifice pressure drops for the nine samples. Table 21» 

shows in summary form the results calculated from the procedure in- 

dicated in the master data and result sheet. 

Determination of the parameters0^ and/^ »— The parameters o<C and /S> 

are defined by the equation 

W- ©CL jü + AL 
g. 6, 

(22) 

For convenience this equation may be written as 

^ - a + bG (23) 
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If 

a "o/l A 

and £1 

(2h) 

(2$) 

The constants a and b are determined by the method of averagesp 

using the portion of the data which approximates a straight line on 

the graph. As an example of this method, the residual equations of 

Fabric BR-1 were grouped as followsi 

a ♦ 2.00» b - i.ia 
a ♦ 1.71 b - 1.2li 
a + 1.36 b ■ l.Oli 
a + 1.17 b - 0.902 
a ♦ 0.937 b - 0.750 
a + 0.636 b ■ 0.552 

a ♦ 0.h35 
a ♦ 0.3li8 
a ♦ 0.300 
a ♦ 0,250 
a + 0.195 

b - O.USli 
b - O.U32 
b - 0.li02 
b ■ 0.360 
b - 0,308 

6a ♦ 7,813    b • 0.89li 5a + 1.528     b - 1.986 

The values of a and b are found by solving simultaneously the equations 

6a + 7o8l3b - 5.89U 

5a + lo528b - 1,986 

(26) 

(27) 

The solutions of these equations give the values of a and b as 

a • 0,216 

b - 0.589 

The values of c<fL and /^L, which are given in Table 20, are 

obtained from equations {2k) and (25).   The value of the viscosity 

Is taken from item 15,   Table 20 and multiplied by a suitable factor 

to convert to consistent units» 
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o^L-^a 32.2 
Ö.Ö185 x Ö.0OÖ672 x 0.216 

0.$65 x 10c (ff1) 

>6L-gb-32.2x 0.589 - 18.8   (dlmensionless) 

The values of c?C and ß are calculatad from these values of cxC L 

and /^ L and the fabric thickness L given in Table 21. 

^    m    o(il       m     0.565  X 12  X  106  .     ,   00  Y  ln9      /ft-2x 
^ - -T- ■  j^ x 1Ö-3  ■ 1*99 3c 10  (ft ) 

^ /6L 
L 

18.8 x 12 

3.1i x 10"3 
66.2 x 10- (ff1) 

Calculation of plane porosity and effective diameter.—The thread di- 

mensions for these sample calculations of 6  and d for fabric BR-1 are e 

taken from Table 21. 

The plane porosity is defineu oS 

Projected free cell area 
Area of unit cell 

(s. d )(s. w x f V 
swsf 

(7.1il ~ 5.2)(8o93 - 5.2) = Ool3 
Tola x 8.93 

The effective diameter is defined as 

e - h x open cross-sectional cell area 
wetted perimeter of open area 

w  V'^f 2 it (3V - a^na df) 

^ 
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2 x (7Ja - $.2)(8.93 - $.2)       1A-3 
(?.a: ^  8.93 = rfr x10 

=    2.8 x 10     inches 
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Diroensiona 

Item No. 

1. Barometer 
2. Barometer, Pg, (O.ltfl x item 1) 

3. Static pressure, Vp 

It. Static pressure, VP, (0.0362 x Item 3) 

$. Static pressure, P, (Item 2 ♦ Item h) 

6. 2Pa ♦ 9P, (2 x Item 2 ♦ Item h) 

7. ^7 P^, (20,7liO x Item 6 x Item M 

8. Outlet air temperature, T 

9. Orifice pressure drop, h 

10. 2.71 fT, (2.71 r Item 7) 
11. Air density at cloth, Z5, (Item $ x Item 10) 

12. Y^f,  (Item 9 x Item 11) 

13. /h"?5", (Item 12)1/2 

lii. Estimated air flow, M, (0.177 x Item 13) 

1$, Air viscosity, A, (at temperature of Item 8) 

16. p    (Item lU 7 Item 15) 
17. Reynolds number at throat, NR , (13,780 x Item 16) 

18. Corrected orifice coefficient, K 

19» Corrected flow, Mc, (Item 11; x ^jrajp ) 

20. Mass velocity at cloth, G, (Item 19 ^ 0.20) 

21. 2RT. (106.6 x Item 8) 

22. 3p , (Item 7 T Item 20) 

23. (^ , (Item 22 -r Item 21) 

In. hg. 
i -2 

lbf in 

in. water 
. -2 

lbf in 
f  -2 w 

lbf in  abs. 

ibf
2 ** 

•f abs. 

in. water 

m 

-1 
lb sec 

m   . -1 
lb sec 
m 

cp. 

-1 
lb sec 

lb sec ft 
m 

lb. sec ft 

Figure 16. Mast« Bat. aI>d Resuit Sheet 
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LOG SHEET 

Cloth Identification 
Style No. 135 x 113 
Fiber Conterü Nylon 
Weave Pattern __ 
Color Style While 

Remarks« Low Pressure Tunnel 

Orifice ratio» 0.60 

Baro. 29.2$ 

Run No. BR-1 
Page No.   T" 

Test 
Number 

Static 
Pressure 

in. Alcohol 

( 

Pre« 
in 

)rifice 
»sure Drop 
. Alcohol 

Temperatures #F. 
Inlet     Outlet 

Zero 
Readings 0.00 0.00 

1 o.nh 0.361* 79 83 

2 0.220 0.983 79 83 

3 0.1i21 2.3li2 79 83 

h 0.568 3.1472 79 83 

$ 0.66$ Ii.360 79 83 

Figure 18.   Sample Log Sheet 
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0.2 0.4 0.6 0.8 

STATIC PRESSURE (inches of alcohol) 

Figure 19.   Relation of Static Pressure to Orifice Pressure Drop. 
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T8bl, ».   Data on Averaged OrUic. P-aure Drop VS Static Presaur, 

Cloth Identification 
Style No.   135 xU3 
Fiber Content "P0"- 
Weave Pattern'~TO5_ 
Color Style White 

Rafi Log Sheet 
Run No. BR-1 
Page No. 

Orifice Pressure (inches of alcohol) 

VP 
(in. water) 

1 

2 

3 

h 

5 

6 

7 

8 

Ave. 

Corrected h^. 

(In. water) 

0.16 0.2li 0.32 O.liO 0.56 

0.80 l.li2 2.22 2.90 li.70 

0.78 1.32 2.00 2.70 li.liO 

0.60 1.08 1.70 2.32 k.oo 

0.83 i.ao 2.00 2.72 a,38 

0.65 1.12 1.70 2.30 3.97 

0.60 1.10 1.72 2.32 U.00 

0.67 1.10 1.60 2.15 3.50 

0.71 1.22 1.80 2.50 14.05 

Oo67 1.13 1.68 2.25 3.85 

0.70 1.21 1.82 2oli6 I40O9 

0,56 0.97 1.U6 1.97 3.27 
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Table 2h- Sample Data and Result Sheet 

Cloth Identification 
Style No. 135 x 113 
Fiber Content 
Weave Pattern 
Color Style 

Plain 
wHIli" 

Reft Log Sheet 
Run No. BR-1 
Page No. 1 to 9 

Item 
Number Test Number 

1 29-25 29.25 29.25 
2 lli.35 Ih. 35 11*. 35 
3 0.16 0.21* 0.32 

0.0058 0.0087 0.0115 
5 lli.36 lli.36 lli.36 

6 28.70 28.71 28.71 

7 3150 5180 6850 

8 51i3 51*3 51*3 

9 0.56 0.97 1.1*6 

10 O.OOh98 0.001*98 0.001*98 

11 Oo07l5 0.0715 0.0715 
12 0.0li02 0.0695 0,105 

13 0,201 0.261* 0.321* 

Hi 0,0356 0.01*67 0,0571* 

15 OoOl85 0.0185 0,0185 
16 1.92 2,52 3,10 

17 26,500 31*, 800 1*2,800 

18 0o670 0.666 0,663 

19 0,0367 0,01*77 0,0585 
20 0.181* 0.238 0,292 

21 57,900 57,900 57,900 

22 18,300 21,700 23,500 

23 0,321* 0.375 0.1*07 

29.25 
11*.35 
0.1*0 
0.011*5 
11*.36 
28.71 
8630 
51*3 
1.97 
0.001*98 
0.0715 
0,11*1 
0.377 
0.0667 
0.0185 
3.60 
1*9,700 
0.661 
0,0677 
0.338 
57,900 
25,500 
0,1*1*3 

29.25 
11*.35 
0.56 
0.0202 
11*.37 
28.72 
12,000 
51*3 
3.27 
0.001*98 
0.0715 
0.235 
0,1*85 
0,0858 
0,0185 
U .63 
63,800 
0.658 
0,0870 
0,1*35 
57,900 
27,600 
0.1*78 
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NOMENCLATURE 

A      Area 

a      Viscous Coefficient 

b      Inertial Coefficient 

cd Drag Coefficient 

cf 
Flow-Through-Resistance Coefficient 

de 
Effective Diameter 

dw 
Width of Warp Threads 

df 
Width of Filling Threads 

G Mass Velocity 

Sc 
Dimensional Constant 

h Head of Fluid Across Orifice 

K Orifice Discharge Coefficient 

L Thickness of Fabric 

M Mass Flow 

ND Reynolds Number 
tte 

P Pressure 

Q Volume Rate of Flow 

R Gas Constant 

s Spacing of Warp Threads 

s Spacing of Filling Threads 

T Temperature 

v Velocity 

WADC TR 54-199 72 



NOMENCUTURB (Continued) 

oC Viscous Parameter 

/5   Inertial Parameter 

7 P Pressure Differential 

VP2 Pressure-Squared Differential 

6    Plane Porosity 

ft   Viscosity 

P   Density 

(5  Solidity 

^   -5^5  

Upstream of Cloth 

Downstream of Cloth 
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